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(57) Abstract: The invention relates to a method for synchronisation of a radio communication system divided into radio cells, a 
base station, a mobile station and a radio communication system. Data is transmitted in the radio communication system by means 
of a multiple access method. Each radio cell thus comprises a base station for the radio feed of several mobile stations, allocated to 
the radio cell. A synchronisation of the base station is carried out using the received signals from mobile stations in the same radio 
cell and also in adjacent radio cells. According to the invention, the base station determines at least one pilot signal and signals said 
pilot signal to the allocated mobile stations in a downwards direction. The allocated mobile stations transmit the signaled pilot signal 
in an upwards direction to the base station. The base station determines a synchronisation value, from the received pilot signals from / 
the radio cell thereof and also from the adjacent radio cells, for a time synchronisation and/or for a frequency synchronisation op 
which the bas station is synchronised. 
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(57) Zusammenfassung: Die Erfindung betrifft ein Verfahren zur Synchronisation eines in Funkzellen aufgeteilten Funkkommu- 
nikationssy stems, sowie eine Basisstation, eine Mobilstation und ein Funkkommunikations system. Beim Funkkommunikations sys- 
tems werden mittels Vielfachzugriffsverfahren Daten ubertragen. Dabei weist jede Funkzelle eine Basisstation zur Funkversorgung 
mehrerer der Funkzelle zugeordneter Mobilstationen auf. Eine Synchronisation der Basisstation wird anhand empfangener Mobil- 
stationssignale sowohl der eigenen Funkzelle als auch der benachbarten Funkzellen durchgefuhrt. Erfindung sgemaB bestimmt die 
Basisstation mindestens ein Pilotsignal und signalisiert dieses Pilotsignal den zugeordneten Mobilstationen in einer Abwartsrichtung. 
Die zugeordneten Mobilstationen ubertragen das signalisierte Pilotsignal in einer Aufwartsrichtung zur Basisstation. Die Basissta- 
tion bestimmt aus empfangenen Pilotsignalen sowohl der eigenen als auch der benachbarten Funkzellen einen Synchronisationswert 
fur eine Zeitsynchronisaliun und/oder fiir eine Frequenzsynchronisation, auf den sich die Basisstation synchronisiert. 



